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Beam Operated
Ceramic Plungers
Pressures up 10 17,000 Psi
Plunger & Bellows Displacement
IN A VARieTy of Austenitic Metals




Pneumatic Timer Stroke Length

Adjustment Screw

iembes, < 84T Series Pneumatic Pump

e Pressures up to 10,000 psi

e Ceramic Plungers Optional

* Plunger sizes from 1/8” to 2 1/4”

e Piston Sizes from 2 1/4” to 10” P
e 316 ss Wetted Parts el
e Carbide Check Balls l

CE e smowon e Variety of Plunger Seals

Pneumatic Supply
(Air or Gas)

Piston Housing

Timer Exhaust

Piston/Plunger

Plunger Lubricant Seal H nr ssembly
e |n a Variety Austenitic Metals
Return Spring Plunger Lubricant Exhaust Port
& ooy
Upperousig S
Set Screw

Stroke Rate Control Knob

{
(strokes per minute) Plunger Seal

- 85T Series Pneumatic Pump
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* Pressures up to 2,400 psi
. Lubricant
o P I Stroke Rate Insertion Point
Ceramic Plungers ool e

e Plunger Sizes in 1/4” & 1/2” S,

Upper Section and

° Plston SIZGS In 2 1/4 ” & 37} Slgeg%zsgﬂfé Refil The Hydraulic Oil

Serrated Surface, Bellows - TFE

e 316 ss Check Valves e

I e Carbide Check Balls
e Dual Plunger Seals

e In a Variety of Austenitic Metals .

ml, » Leak-Free Bellows Design Isolates

Hydraulic Oil

Suction
Check Valve

Suction

Chemicals for Seal Longevity and T St s
S Environmental Protection

Piston Housing

Exhaust Port
90° Rotation.
Threaded

-~ <« 87T Series Pneumatic Pump
e Pressures up to 2,500 psi
e Ceramic Plungers Optional
* Plunger sizes in 1/4”
Sl grace * Piston Sizesin 1 1/2”
w0 316 ss Wetted Parts
e Carbide Check Balls
e, o [0 g Variety Austenitic Metals

Set Screw

Stroke Rate
Control Knob
Stroke Per Minute

Piston
2 Piece
Discharge Housing
Plunger Check Valve
Piston i
2 Piece H - Timer
Discharge Exhaust
et LowerHousg eries Pneumatic Pump Pnger

e Pressures up to 15,000 psi
e Ceramic Plungers
* Plunger sizes in 1/4” & 1/2” P e __| )
e Piston Sizes in 3" to 5”
e 316 ss Construction o
* Carbide Check Balls -

e Dual Plunger Seals e Pt
e In a Variety Austenitic Metals o
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Vent Port
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Lower Housing

Discharge
To Top of Piston Housing Check Valve
(Locatad behind Rear Body)
T sucion
Check Valve
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T Series LINC Timer

Features
e Easily Exhausts Entrained Fluids
e Handles Actuation pressure up to 150 psi
e Retrofits to Many Leading Pump Lines, such
as Williams, Morgan, Haskel & Arrow
e Integrated Rolled Diagphragm for Lubrication
N Free Long Life
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